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Specification

Container Type 

Length

Width

Height

Weight

Voltage

Current

Connection

Colour 

Modified 20ft ISO/CSC Standard

6.06m (20ft)

2.44m (8ft)

2.59m (8.6ft)

13,000kg max

380 - 440VAC 50/60Hz

150A

Marechal DS9

Multiple RAL colours available

Length
6.06m

Width
2.44m

Key Features

▪ 2-compartment layout, with a plant compartment for 
charging equipment, and an operations control 
compartment accessed via a man doorway.

▪ Fully customisable layouts, branding and colour 
options available

Submersible 
Support Container

High-spec bespoke 20ft standard support 
container designed by AquaTitans for use with 
private and personal submersibles.

Designed as a turnkey deployable operational 
solution for multiple onshore/offshore scenarios. 

Supplied with a custom electrical installation and 
an external socket connection hutch for direct 
hook-up to an external power source.
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High-Spec Outfit

▪ HP Air Compressor, Max WP 420BAR, 315L/min;

▪ O2 Booster, electrically driven, Max WP 206BAR;

▪ Battery Charging, 24Vdc/144Vdc (20A/20A)

Integrated Submersible
Charging

Insulated and lined plant compartment, with double 
container doors, and charging/replenishment 
equipment including:-

▪ Rugged industrial Bott storage solution;

▪ Comprehensive tooling package;

▪ External power supplies for deck work 
(16A/230VAC, 16A/110VAC, 32A,400VAC);

▪ External Flood Lighting;

▪ Certified bottom lift spreader beam and lifting 
equipment

High-specification outfit of both compartments, with 
hard-wearing walls, floors and surfaces, together with 
a range of customisable configurations, including:-

Surface Officer Station

▪ USBL Subsea Tracking System;

▪ Through Water Communications System 
(10kHz and 27kHz);

▪ IP networking system including 16Tb NAS 
hard drives, computers and screens, for local 
maintenance records and surveillance 
equipment;

▪ Heating and cooling with built-in A/C system

Insulated and lined operations control compartment, 
including:-


