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AquarTitans

Key Features

2-compartment layout, with a main workshop areq,
and a smaller separated electrical distribution zone

Fully customisable layouts, branding and colour
options available

Specification

Container Type Modified 20ft 1ISO/CSC Standard
Width 2.44m (8ft)
(Height 259miseh
244m

Weight 13,000kg max

Current 150A

Length
6.06m

Colour Multiple RAL colours available
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Integrated Electrical
Distribution

External recessed connections hutch leading to main
transformer and distribution boards, comprising:-

= Distribution system designed for 380-440VAC
50,/ 60Hz;

= EA Elektro-Automatik HVDC and LVDC
deck/ workshop power supplies;

* Marechal industrial connectors, stainless tray and
nickel-plated glands used throughout;

ESD-compliant matting and seating as standard

High-Spec Outfit

High-specification outfit of both compartments, with
hard-wearing walls, floors and surfaces, together with
a range of customisable configurations, including:-

Rugged industrial Bott storage solution;

Small parts storage and tool boards;

Climate control heating/ cooling options available;
External flood lighting;

Certified bottom lift spreader beam and lifting
equipment

Fixed and Small Tooling

Multiple options for supply of tooling packages as
required for day-to-day submersible maintenance

* Mobile workbench and storage solution;

= Small industrial pilar drill / milling machine;
= Small industrial lathe;

= Small air compressor and airline;

= Small Tooling Package comprising Teng and
Milwaukee ranges
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